


  Mounting 
• Mounts to walls and horizontal, vertical, and angled poles
• Mounting hardware included

  Physical Dimensions (without antennas) 
• 9.8” x 10” x 3.1” (250 mm x 260 mm x 80 mm)  
  not including mount 
• Weight: 3.8 lb (1.7 kg)

  Regulatory 
• FCC (USA) 
• IC (Canada)
• CE (Europe) with DFS
• C-Tick (Australia)
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  Power 

• Power over Ethernet: 802.3af compatible
• Power consumption: 12.8 W max; 7.5 W typical
• Power over Ethernet adapter available separately

  Radios 
• Three 802.11 a/b/g/n radios  
• Auto-selection of optimal 2.4 GHz or 5 GHz frequencies
• Max radio rate 300 mbit/s
• Connect, transmit, and receive on all three radios
• 2.4 GHz 22 dBm peak transmission power
• 5 GHz 21 dBm peak transmission power

  802.11n Capabilities

• 2 x 2 multiple input, multiple output (MIMO) with two  
  spatial streams
• Maximal ratio combining (MRC)
• Beamforming
• 20 and 40 MHz channels
• Packet aggregation
• Cyclic shift diversity support

  Typical Outdoor Range 
• Refer to Meraki Range Calculator

Part Number: 280 - 09120

  Environment 
• Operating temperature: -4° F to 122° F (-20° C to 50° C) 
• IP-65 environmental rating(sealed against water and dust)

  Interfaces 
• Two 10/100 Mbps auto-crossover Ethernet ports 
• Six external N-type connectors
• Signal strength LEDs

  Ordering Information 
MR58-PRO     Meraki MR58 with Pro Edition Service 
POE-INJ-2-US    Meraki Power Over Ethernet for Meraki MR58 (US Plug)
ANT-10  Meraki 5 - 7 dBi Omni Antenna, Doul Band, N-Type, Set of 2
ANT-11  Meraki 14 dBi Sector Antenna, 5 GHz MIMO, N-Type
ANT-13  Meraki 11 dBi Sector Antenna, 2.4 GHz MIMO, N-Type

  Warranty 
• Lifetime hardware warranty included

* Max transmission power is decreased for certain geographies 
  to comply with regulatory requirements


